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Sound Level: 64 dba 
Sound level measured 10 feet from the unit in a free field based on a 
one motor unit.

Single Phase Motor Voltage Available:  120    208/230      480      575   
Amp Draw Per Motor:                                9.3         4.2            2.4       1.8
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Save-T Air Curtains

Model: S-MI Medium Industrial
For Climate and Environmental Control on Openings up to 14’ high and Insect Control on Openings up to 12’ high.

PRODUCT DATA
 

TMI, LLC
5350 Campbells Run Road • Pittsburgh, PA 15205

Toll Free: 1-800-888-9750 • Local: 412-787-9750 • Fax: 412-787-3665
Web: www.tmi-pvc.com
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Model S-MI-36-1 S-MI-42-1 S-MI-48-1 S-MI-60-2 S-MI-72-2 S-MI-84-2 S-MI-96-2 S-MI-108-3 S-MI-120-3 S-MI-132-3 S-MI-144-4
Nozzle Width Inches 36 42 48 60 72 84 96 108 118 133 145
Max. FPM at Nozzle 5085 5085 5085 5085 5085 5085 5085 5085 5085 5085 5085
Max. CFM at Nozzle 3500 4075 4665 6090 6990 8160 9325 10500 11675 13075 13990
Avg. FPM at Nozzle 4450 3815 3340 3995 4445 3825 3345 4460 3830 3375 4460
CFM at Nozzle 3065 3065 3065 5375 7165 7165 7165 10750 10750 10750 14335
Outlet Uniformity 95% 93% 92% 94% 94% 95% 93% 92% 95% 94% 95%
Number of Motors 1 1 1 2 2 2 2 3 3 3 4
Horse Power 1 1 1 1 1 1 1 1 1 1 1
Weight (Lbs) 120 125 130 170 195 210 230 275 300 325 360


